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1" X 1-1/2" (25MM X 40MM) 16 GA. {1.5MM)

$/S RECTANGULAR TUBING "
(350MM) s
S/S SHELF WHEN SPECIFIED S
S
i
\
, MODEL NO. 4501 FLUORESCENT S/S
// % LIGHT FIXTURES AS MFD.BY GARCY | Jg—@
CORP. [OR EQUAL) WITH GENERAL _
ELECTRIC MODEL T8 SXL/SPX LAMPS WITH S
—~— STARCOAT AND GARCY NO. 4561 PLASTIC L S
~—TUBE SAFETY SHIELDS.(T-12 LAMPS NOT S
ACCEPTABLE).LIGHT TO BE INTERWIRED
7 BY K.E.C. THROUGH THE UPRIGHTS TO b7
/ A SWITCH MOUNTED ON THE REAR APRON.
//
BORE FOR /16" [5MM) o s
B R 3/16" (5MM L
) FLAT HEAVY-DUTY sl Fr S
S/S SHEET METAL 1\ 1 R
SCREWS ——— T
EXTEND UPRIGHTS (40MM)

THROUGH COUNTER TOP
& ATTACH TO FRAME -
SEE COUNTER DETAIL.
FULLY WELD,

GRIND & POLISH

SECTION 2

NOTE: FRAME TO BE FULLY WELDED
4 CONSTRUCTION WITH ALL WELDS
GROUND & POLISHED WITH GRAIN

LH | RUNNING UNIDIRECTIONALLY FOR
HORIZONTAL & VERTICAL SURFACES.
WELD GLASS ORIZO CAL S CES
ALL VERTICAL GLASS TO BE 1/4"
SECTION 1 (5MM) SAFETY PLATE. ALL HORIZONTAL,
- 3/8" (10MM) TEMPERED PLATE. GLASS TO
BE COMPLETELY ISOLATED FROM

METAL FRAME, UTILIZING RESILIENT
MATERIAL, SUCH AS NEOPRENE.

STANDARD DETAIL
® PROTECTOR CASE AND DISPLAY CASE
NO SCALE CONTINUED ON 4.17.1 417
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A SWITCH MOUNTED ON THE REAR APRON. |~ & END CHANNEL
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ECTION 2

NOTE: FRAME TO BE FULLY WELDED
4 CONSTRUCTION WITH ALL WELDS
' GROUND & POLISHED WITH GRAIN

RUNNING UNIDIRECTIONALLY FOR
HORIZONTAL & VERTICAL SURFACES.
WELD GLASS
ALL VERTICAL GLASS TO BE 1/4"
SECTION 1 (5MM) SAFETY PLATE. ALL HORIZONTAL,
- 3/8" (10MM) TEMPERED PLATE. GLASS TO
BE COMPLETELY ISOLATED FROM

METAL FRAME, UTILIZING RESILIENT
MATERIAL, SUCH AS NEOPRENE.
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